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Instructions for installation of Model 2414 and Model VIP 


Model 2414 Designed for attics of average size. For extra 
large attics, use two or more units. The 3.4 amp motor operates on 
115v, 60 hz, A.C. current. At least 600 square inches of air intake is 
required. Works best if air intakes are located around the eaves, 


Read carefully before starting installation 


1, Place unit on roof, on top of shingles, 
as close to the center of the roof and near 
ridgeline as possible, bearing in mind that 
for a neat installation, the “Low Profile” 
housing of the unit should be visible from 
only one side of the roof. This will require 
that the unit be moved back slightly from 
the ridgeline of the roof (this distance will 
depend on the slope of the roof). 


2. With the unit lying in approximate install- 
ation position on top of the roof, measure 
the distance to the ends of the roof and the 
distance back from the ridgeline of the roof. 
Use these measurements to locate the spot 
inside the attic-directts nmnrdor the spotontho 
roof where the unit has been placed. When ‘ 
this position is established in the attic—locate * 
a centerline position directly between two 
rafters as close as possible to this position 
and drill a hole through the roof—from the 
inside. By centering this point between two 
rafters, cutting of rafters or bracing will not 
be required for satisfactory installation. 


3. Using the hole drilled through the roof 
from the attic, as a guide, scribe a square 
13-11/16” in all directions from this hole. 
Then scribe a circle on the roof 17 3/8” in 
diameter around the reference hole. Clear all 
shingles, roof nails, ete., from within this 
17 3/8” circle. 


4. Using the same roof hole as a guide, scribe 
a circle 14 7/8” for Model 2414 or VIP in 
diameter (inside the cleared portion of the 
roof). This circle will be inside the cleared 
circle. Cut and remove the roof decking 
around this 14 7/8” circle. At this point 
there will be a circular hole in the roof, 
14 7/8” for Model 2414. 


5. This cleared area circling the cutout 
provides a flat portion of roof decking for 
mounting of the housing of the unit. 


ee eee ll Satin, Wail tine 


Model VIP Compact unit for larger attics. For super large 


areas, use two or more units. The 5.4 amp motor operates on 115v, 
60 hz, A.C. current. At least 750 square inches of air intake is 
required. Works best if air intakes are located around eaves. 


DO NOT HOT MOP Use cold roofing compound 


6. With the trademark of the unit VENT-A- 
MATIC, V-A-M parallel to the ridgeline of 
the roof, slide outer flange of the unit under 
the shingles (starting at the center of the 
cutout). Position the unit with the 27 3/8” 
square scribe lines made in Step # 8 (also 
align it with the shingle lines on the roof). 
Continue to slide the flange under the 
shingles until housing portion of unit can be 
centered and placed in cutout. 


7. With the unit in place and squared with 
the roof line and shingles fora neat install- 
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roof decking with galvanized roof nails. Nail 
the bottom of the flange the same way. Make 
sure unit is secured to roof decking. Check 
to make sure all shingles are securely and 
neatly in place over top portion of flange. 


8. Wire the motor and thermostat according 
to the diagram below. BE SURE TO CON- 
FORM TO ALL LOCAL ELECTRICAL 
CODES IN WIRING THE UNIT.) 


WARNING! When installing Control Box, 
Screw_unit in place to prevent damage to 


thermostat. 


9. CHECK THE INSTALLATION: Water 
check the roof by using a garden hose. DO 
NOT SPRAY WATER DIRECTLY INTO 
VENT OPENING. Check thermostat (if attic 
temperature is below 100 degrees F. by 
holding service lamp close to the thermostat 
to determine if thermostat is properly in- 
stalled and cycling unit. 


10. Thermostat is a FAN-OFF switch. When 
the dial is set the fan will shut off at this 
setting. The fan will come on at 15° F. above 
this setting. Example: 


Model 2515 Operation is identical to Model 2414 except 
Model 2515 is especially designed for use with Automatic Shutter 
Model 1818. (Please refer to specifications of Model 2414 on 


Read carefully before starting installation 


1. For installation behind existing 
louvers, fasten two studs (2” x 4”) 
in attic behind louver. Attach unit 
as shown, blocking off balance of 
louver inlet area, to insure maxi- 
mum efficiency in total attic venti- 
lation. Be sure oil holes don’t point 
downward. 


2. For installation behind Auto- 
matic Shutter Model 1818, cut 18” 
square hole in gable, and attach 
shutter to outside, then follow steps 
1,3&4. 
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f Model 2515 


reverse side) Or it may be used alone behind existing louvers or 
vents. Ideal for application where roof mounting is impractical. 
This unit is designed for the average attic. 


e All specifications subject to change without notice. 
e Cycolac® housing needs no paint or covering. 


e Ask about Frost-Free Attic Control for your power ventilator for year ‘round protection. 


GROUND TO BOX 


POWER SUPPLY 


3. Install control box and wiring. 
Secure box with screws. Do not 
hammer nails through box with 
thermostat in it. Observe all 
electrical codes in wiring. Follow 
this illustrated diagram. 


4. Suggested thermostat setting 
is 85°. Fan will start automatically 
when temperature reaches 15° 
above setting. To check thermostat 
when temperature is less than 100°, 
hold light bulb next to thermostat. 
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Limited Warranty 
MODELS: 2414, 2515, 1012, V.I.P., 15:38, 1818 


Butler Ventamatic Corporation, P.O. Box 728, Mineral Wells, Texas 76067 extends this warranty to the 
original retail purchaser of its Models 2414, 2515, 1012, V.I.P., 15:38 and 1818 or if this unit is purchased 
and installed by a new home builder, then to the original owner of the home. No subsequent purchaser of 
the unit or of a home in which it is installed is entitled to any of the benefits of this warranty: 


1. The motor, fan, thermostats, timer control and housing are warranted against defects in materials 
and workmanship for a period of two (2) years from the date of original retail purchase. No other 
components or parts are warranted. There is no warranty for defects caused by abuse, faulty in- 
stallation, or the like. Repairs or replacement parts supplied under this warranty are warranted only 
for the period of this warranty; that is, two years from the date of the original retail purchase of the 
unit. 


2. In the event of a defect or malfunction, we will replace or repair the defective part or component 
only and return the new or repaired part to you freight prepaid. You must bear all other expenses 
incurred in obtaining repairs, including labor required for field repair or replacement and the cost of 
shipping the defective part or component to us. You must also bear the cost of repair to or replace- 
ment of any part or component. and. the shipping .chargesincurred—for—the—repair—or replece- — 
ment and return to you of any part or component not covered by this warranty, including parts 
or components damaged by you. 


3. You must return the enclosed owner registration card within ten (10) days from the date of your 
purchase of the unit or this warranty is void and of no effect. If no warranty registration card is en- 
closed, you should write the company at the address shown in this warranty within ten (10) days 


from the date of your purchase of the unit giving your name, address, the model number, the name 
of the store from which you purchased the unit, and the date of purchase. In the event of a disa- 
greement between you and the company regarding the date on which you purchased the unit, the 
company reserves the right to demand and receive written evidence of the date of purchase before 
undertaking to perform its obligations under this warranty. You should, therefore, retain your 
sales slip and attach it to your portion of the owner registration card. 
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Post Office Box 728 
Mineral Wells, Texas 76067 


Model Number 


Date of Purchase 
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4. In order to obtain the repair or replacement of parts or components, you must follow one of the 
following two alternative methods: 


a. Return to factory. 


(1) Return only the part or component which you believe to be defective postage or freight pre- 
paid to us at the address shown below: 


Customer Service Department 
Butler Ventamatic Corporation 
P.O. Box 728 

Mineral Wells, Texas 76067 


(2) Besure to enclose your name and address. 


b. Return to retail dealer 


(1) If the retail dealer from whom you purchased this unit stocks replacement parts or compon- 
ents, you may return a part or component which you believe to be defective to your dealer 
for replacement. 


(2) Caution: Only a limited number of our retail dealers stock replacement parts. If your dealer 
does not, you must return the part to the factory following the procedure described in 
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paragraph “‘a”’ above. 


5. There is no informal dispute settling mechanism available in the event of a controversy involving 
this warranty. 


6. Any and all implied warranties which may exist terminate upon the termination of this written 


———_ warranty. (Two years from the date of the original-retail-purchase). Some states do not allow 
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limitations on how long an implied warranty lasts, so this limitation may not apply to you. 


7 Butler Ventamatic Corp. is not liable to you for incidental or consequential damages arising out of 
a defect or malfunction of a unit or its installation or out of any alleged breach of this warranty. 
Some states do not allow the exclusion or limitation of incidental or consequential damages, so this 
limitation or exclusion may not apply to you. F 


8. This warranty gives you specific legal rights and you may also have other rights which vary from 
state to state. =A 


— 


OWNER REGISTRATION CARD 


The return of this card within ten days from the date of purchase of this unit is a 
condition precedent to the validity of your warranty. 


NAME = i ei 


| CONSERVING ENERGY 


ADDRESS _ ra ae asi 


CITY mee STATE _ __21P CODE 


DATE OF PURCHASE MODEL NO 


PURCHASED FROM: 


DEALERS NAME STARTS WITH YOU 


ADDRESS 


i ae STATE___ __21P cope 


